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Quick start reference manual for Cellbind Centrifuge 
 
The instrument should only be used as intended, in perfect technical condition, by qualified persons and under strict observation of 
current safety and accident prevention standards. For detailed instructions please refer to the KeCheng Operating Instructions and IFU of 
products mentioned below. 

General information 

Cellbind centrifuge is preprogrammed for the use of Cellbind micro column cards. The use of PeliControl (  K1379) is required at least 
once every day when using the system. In the event of failure to pass the quality control tests, the reason for this must be identified. 
The laboratory tests should not be considered reliable until the problem has been resolved. 

Precautions 

See IFU of products mentioned above. 
Improper use and handling can result in dangers to life and limb of the user or third parties and impairments to the machine or to other 
material assets. The machine is only to be used for the specified applications and only in an impeccable technical safety condition. 

Reagents 

The following micro column cards can be used in combination with Cellbind centrifuge: 
 
Cellbind Screen  K7000   
Cellbind Direct  K7011   
Cellbind Direct Type  K7012   

Operating procedure 

1. Opening and closing the lid 

1.1 Opening the lid 

Press the button “STOP / OPEN” The lid opens 
automatically and the left LED in the button “STOP / 
OPEN” goes out 

 
1.2 Closing the lid 

Close the lid by gently pressing down the front edge 
of the lid. Locking of the lid is done by motor. The 
left LED in the button “STOP / OPEN” lights up 

 
 

2. Loading the rotor 

2.1 The rotors and buckets may only be loaded symmetrically. 
2.2 Always fill the gel cards outside the centrifuge. 

2.3 No liquid should be allowed to enter the centrifugal chamber during filling and swinging out of the buckets. 

2.4 In order to maintain the weight differences within the centrifuge container as minimal as possible, it is important 
to maintain a consistent fill level in the containers. 

 

3. Control panel pushbuttons (keys) 

3.1 Control panel overview. 
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3. Control panel pushbuttons (keys) 

3.2 • Start centrifugation run. The LED above the button 
lights up during the centrifugation run as long as 
the rotor is turning. 

 
3.3 • End centrifugation run. 

The rotor automatically runs down in pre-selected 
brake steps. The LED above the button lights up 
until the rotor is stationary. Once the rotor is 
stationary a buzzer will sound. Pressing the button 
during centrifugation triggers the EMERGENCY 
STOP. 

• Open lid. 
The LED above the button goes out. 

 

3.4 Switch between RPM and RCF display. 

RCF values are displayed in > <. 

 

Interpretation 

See IFU of products mentioned above. 

Limitations 

See IFU of products mentioned above. 
 
Sanquin products are guaranteed to perform as described in the original manufacturer's instructions for use. Strict adherence to the 
procedures, test layouts and recommended reagents and equipment is essential. Sanquin declines all responsibility arising from any 
deviation thereof. 
 
  


